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TESTA GUIDA CG 250 BAR
HEAD-BUSH CG

CODICE AL S D F LF L1 L
CG12511045 110 45 124 115x2 41 60 72
CG12511050 110 50 124 115x2 41 60 72
CG12511060 110 60 124 115x2 51 70 82
CG12511070 110 70 124 115x2 51 70 82
CG14012050 120 50 139 125x2 49 70 82
CG14012060 120 60 139 125x2 49 70 82
CG14012070 120 70 139 125x2 49 70 82
CG14512560 125 60 144 130x2 59 80 92
CG14512570 125 70 144 130x2 59 80 92
CG16014070 140 70 159 145x2 59 80 92
CG16014080 140 80 159 145x2 59 80 92
CG17015070 150 70 169 155x2 69 90 102
CG17015080 150 80 169 155x2 69 90 102
CG18016080 160 80 179 165x2 69 90 102
CG18016090 160 90 179 165x2 69 90 102
CG30180100 180 100 210 188x2,5 58 92 110
CG30180120 180 120 210 188x2,5 58 92 110
CG30200100 200 100 218 208x2,5 58 92 110
CG30200120 200 120 218 208x2,5 58 92 110
CG30250120 250 120 268 258x2,5 80 117 135
CG30250150 250 150 268 258x2,5 80 117 135

Materiale: ghisa oleodinamica UNI 5007-G25 - *alluminio UNI 2011-11S
Material: hydraulic cast iron UNI 5007-G25

COMPONENTI PER CILINDRI



